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As a professional installer you have an obligation to
know the product better than the customer.  This in-
cludes all safety precautions and related items.

Prior to actual installation, thoroughly familiarize your-
self with this Instruction Manual. Pay special attention
to all safety warnings. Often during installation or repair
it is possible to place yourself in a position which is
more hazardous than when the unit is in operation.

Remember, it is your responsibility to install the
product safely and to know it well enough to be able to
instruct a customer in its safe use.

Safety is a matter of common sense...a matter of thinking
before acting. Most dealers have a list of specific good
safety practices...follow them.

The precautions listed in this Installation Manual should
not supersede existing practices but should be consid-
ered as supplemental information.

ATTENTION INSTALLING PERSONNEL

RECOGNIZE THIS SYMBOL AS A SAFETY PRECAUTION

Installation Instructions PTAC  Remote
Escutcheon Kit

Description
This kit provides an attractive replacement escutcheon, al-
lowing the removal of control knobs and graphics no longer
required when a wall thermostat is used to control the unit.
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THIS UNIT IS CONTROLLED BY
WALL MOUNTED THERMOSTAT

WARNING

To prevent death or personal injury due to
electrical shock, unplug the unit at the wall
outlet or turn off power at the fuse box or
circuit breaker before servicing the unit.

Installation Instructions
1. Remove the two screws securing the front to the chas-

sis. NOTE: Not all installations will use these screws.

Holes to 
secure front

2. Grasp the cabinet front as shown.

3. Pull the bottom of the cabinet front away from the chas-
sis until the retaining clips disengage.
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4. Lift the cabinet front off the chassis.

5. Remove the unit control knobs by pulling the knobs off
the control shafts.

Pull To Remove
Thermostat Knob
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6. Lifting the front edge of the escutcheon, slide the tabs at
the top of the escutcheon out of the retaining holes and
remove the escutcheon.

7. Replace the escutcheon with the one from this kit by in-
serting the tabs at the top of the escutcheon into the re-
taining holes and laying the escutcheon flat on the con-
trol panel.

8. Replace the front by reversing steps 1 through 4.

9. Store the control knobs and escutcheon just removed
from the unit for reinstallation if the wall thermostat is no
longer used.


